Christmas Bow Barrette

Materials:

· ¼-yard cotton blend Christmas fabric, small print

· Thread to match

· ¾-yard ¼-inch satin single face ribbon – color A

· ¾-yard ¼-inch satin single face ribbon – color B

· 80-mm barrette

· 4 10-mm gold or silver jingle bells

· 5/16-inch dowel, sawed in half (18 inches long)

· Masking tape

· Glue

· Spray bottle

· Unwaxed dental floss

· Hand sewing needles (sharps)

· #20 tapestry needle (or any needle with a large eye)

Directions for Making Curly Ribbons:

1. Measure and cut 10 inches of each color ribbon.
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2. Tape end of ribbon to dowel.  Wind ribbon diagonally around dowel so ribbon edges meet but do not overlap.

3. Mix 3 tablespoons glue with 1 cup water in spray bottle.  Spray ribbon with glue/water mix; do not saturate.  (Some colors don’t stiffen enough.  Test a small piece.  More glue can be added to make the ribbon stiffer.)

4. Bake in oven at 250 degrees for 20 minutes.  Allow ribbon to cool completely before unwrapping from dowel.

5. Pre-shrink fabric using the water temperature recommended on the end of the fabric bolt.
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Cut two pattern pieces:  bow – 12” x 7”, knot – 4 ½” x 2 ¼”.
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Fold bow (A) in half lengthwise with right sides together.  Stitch across top 5/8 inch from edge.

8. Seam finish with edge-stitch; press open.
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9. Turn; fold with center seam across center; press.  Zigzag/overcast raw edges together.
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10. Fold bow so finished ends overlap at center; match seam lines.  Stitch up center of bow through all thicknesses.

[image: image6.jpg]



Directions for Making Knot - B

11. Edge stitch lengthwise edges.
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12. Fold in half lengthwise – right sides together – matching notches.  Stitch across 3/8 inch from edge.
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13. Press open.
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Turn; fold with sea across center; press. Zigzag/overcast raw edges together to finish.
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14. Position know on center of back; stitch in place starting and ending stitches inform the edges.
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15. Position curly ribbon on center front; hand stitch in place.  Thread remaining ribbon through bells; tie ends; clip ends and seal with Fray Check™.  Position belled ribbons on inside (wrong side) of knot so they will be at the bottom of the bow; hand stitch in plane.

16. Bring knot up the front and over the top of the bow overlapping the bottom edge.  Slipstitch.
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17. Sew barrette to bow with dental floss.  (Dental floss is stronger and won’t wear out as fast.)  Trim curly ribbons if they are too long.

_________________

Adapted from Butterick 5880 Skirt Bow.
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